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TABLE 4-1 
 

MORE THAN ONE SINGLE FAMILY RESIDENCE 
OFF-SITE FORCE MAIN CONNECTION VS.  SEPTIC TANK 

 
Equivalent Residential 

Connection (ERC) Feasible Distance 

1 or 3 Not Feasible 
4 to 5 100 feet 

6 or more Development must connect to 
Wastewater system 

 
*Feasible Distance is in accordance with Chapter 381 of the Florida Statutes. 

 
USING THE TABLE 

 
    Determine the Equivalent Residential Connection (ERC) for the project. 

  1 ERC = 1 Single Family Home or Average Daily Flow = 200 GPD 
 

 
 

TABLE 4-2 
 

MORE THAN ONE SINGLE FAMILY RESIDENCE 
OFF-SITE GRAVITY CONNECTION VS.  SEPTIC TANK 

 
Equivalent Residential 

Connection (ERC) Feasible Distance 

1 or 2 Adjacent 
3 to 5 100 feet 

6 or more Development must connect to 
Wastewater system 

  
 

 
TABLE 4-3 

 
ALL OTHER NON-SINGLE FAMILY RESIDENTIAL 

OFF-SITE FORCE MAIN CONNECTION VS.  SEPTIC TANK 
 

Equivalent Residential 
Connection (ERC) Feasible Distance 

1 ERC Adjacent 

2 or more Development must connect to 
Wastewater system 

 


